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 About this User Manual  

This User Manual is available and effective upon completion of development of the Network  
Public Address Center. The User Manual includes system description, matters needing  
attentions in use, instructions on system connection, instructions on use of product and  
technical specifications of  the network address center. Please read this User Manual  
carefully  before  connection,  installation  and  use  and  operate  in  accordance  with  
corresponding instructions in the Manual.  

 
 
 
This symbol on the rear panel indicates matters needing attentions, please use or operate the product  

in accordance with corresponding instructions.  

 
Please keep this User Manual in good custody for future use.  
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Matters needing attention  
 
Please read the following before operating the product.  

Warning  
 
The following basic requirements must be strictly observed, to avoid potential personal injury and equipment or  

property damages to you or any person nearby. The basic requirements include without limitation to the following:  

Power source/power cable  

• Please disconnect the device from power source by pulling  

the plug other than the power cord. Pulling the power cord  

may result in damages.  

• Please keep the power cord away from heat source. Do not  

over-bend the power cord or place it anywhere it can be  

stepped on or may cause to trip.  

• This is connected to power source via the plug and any  

failure or danger occurs, the user can disconnect the device  

from power source by pulling out the plug out from the  

socket, therefore, it is required that the power socket should  

be located somewhere with easy access.  

• The device is not completely disconnected from power  

source when it is switched "OFF". For sake of safety, please  

disconnect the device from the socket if it is not in user.  
 
Positioning  

• Please disconnect the device from power source before  

relocating the device.  

• For avoiding deformation of panels and damages to  

internal components, please do NOT place the device where  

there is heavy dust or violent vibration, or where it is  

extremely cold or hot.  

• Please keep this device off water drops or splash or vase  

filled with water or any other articles of similar nature.  
 
Connection  

• Please disconnect other equipment from power source  

before they are connected to this product. Please tune  

volume to its minimum level before the device is powered  

ON or OFF.  

• All terminals on the device marked with   are live and  
dangerous,and should be connected by trained personnel.  

When abnormal conditions are realized  

• Please disconnect the device from power source  

immediately in case the power cord is worn or damaged or if  

the sound is suddenly cut off or any abnormal odor or smoke  

comes out from the device, and then have the device  

inspected and repaired by professional personnel.  
 
Precautions in Operation  

• Please do NOT insert any finger into any gap or opening of  

the device.  

• Please prevent foreign objects (paper, plastics or metal  

etc.) from being inserted or falling into any gap or opening  

of the device. In such case, please cut off power source  

immediately.  

• Please do NOT put the body or any heavy object on the  

device and do NOT operate the buttons or switches or  

connections with excessive force.  
 
Do NOT open  

• Please do NOT remove the cover of the equipment,  

otherwise you may get an electric shock.  

• Do NOT attempt to remove any internal component from  

the device, or to modify the equipment in whatever manner.  

In case of any abnormal condition, please stop using the  

device immediately and have it inspected and repaired by  

professional personnel.  
 
             Other Precautions  

• Our company shall not be responsible for data loss or  

damages due to improper use of unauthorized modification  

to the device.  

• The images and screen display in this Manual are only for  

description and may be different from screen images in  

actual operation. The screen display depends on the product. 



 

 
二. Functional Features  
 
 
 
 The on-demand terminal is a fully digital analog-to-digital conversion signal processor based on the TCP/IP 
transmission protocol. Intelligent control by the main control system, can play background programs, emergency 
pages, alarm signals, etc. from the main control system. 

 Built-in 2*25W high efficiency digital power amplifier, direct drive 8Ω speaker, low power setting. 

 High quality and high-grade piano paint panel, 3.5-inch TFT display, which can display real-time clock time and 
display the running status of the equipment. 

 Fully digital design with industrial grade chips,Built-in DSP audio processing chip, high voice transmission index, 
high fidelity CD sound quality 

 Supports up to 48kHz sampling rate 16bit digital audio stream decoding 

 Comes with an MP3 player with a USB flash drive. Local U disk program playback via infrared remote control, 
or on-demand server program library songs and other operations (infrared remote control optional) 

 Support SD card offline timing function, can also ring regularly when there is no server 

 With DC24V power input backup function, When the utility power fails, The seamless gap is automatically cut to 
the DC24V power input to ensure the normal operation of the equipment. 
 With one auxiliary audio input, one auxiliary audio output, one short circuit output, one short circuit input 

 Auxiliary audio input silent adjustment

 Support on-site ambient sound monitoring and output audio monitoring 

 Operating status, network status, power status LED indication 

 Built-in watchdog function to ensure the normal operation of the equipment 

 High reliability design with long life and MTBF >100,000 hours 

 Can receive emergency paging offline, volume adjustment to 80% 

 You can associate the camera and view the camera content in real time through the host software. 

 The software or web page sets the IP address and supports domain name login (the server does not need a fixed 
IP address) 

 Supports active and standby server switching functions, automatically switching to the standby server when the 
primary server fails 

 Support one-button reset function, after losing the IP address, you can use this button to reset to the default IP 
address: 192.168.1.2 

 

 

 

 

 

3.1 Pront panel

三． Structure Instruction 



 

  
 
  
 
 

 

 
3.2 Side Panel   
 
 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 

 

 

 

 

 

 

 
 

1. 3.5-inch TFT display. 
2. Wireless remote receiver 

 

1. This unit outputs the left channel, and the unit has a built-in 2*25W digital amplifier. 

2. Short circuit strong cut output 

3. The auxiliary output interface (AUX OUT) is connected to other amplifiers to expand the power 

of the unit. 

4. Auxiliary input interface (AUX IN), connected to the source device (such as DVD player, etc.), 

extended program source 

5. Auxiliary input interface (AUX IN) silent adjustment 

6. U disk interface, you can insert a USB flash drive with an MP3 program source to provide a 

source for the built-in player. 

7. Network interface 

8. DV24V backup power supply 

9. This amplifier outputs the right channel 

10. Short circuit strong cut input 

11. SD card slot 

12. The collection and input interface of the scene environment sound 

13. Device reset button 

14. Power indicator 

15. Network online indicator 

16. Network audio indicator 



 

3.3 Remote Control   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Stop playing local songs 

2. Local song playback mode 

3. Previous song, switch left to main menu 

4. Play and pause playing local songs 

5. Page up on the song list page 

6. Scroll down on the song list page 

7. Open the song directory list in the network song and U disk song page 

8. Silent 

9. Return to the previous menu 

10. Switch up the main menu, volume setting page volume plus operation 

11.Next song, switch to the right main menu 

12. OK 

13. Switch down the main menu, volume setting page volume reduction operation 

 



 

 

 

Item Parameter 

Rated Power 2X25W 

 

Input sensitivity 

Line input 300mV(±50mV) 

U disk playback MP3 300mV 

Effective frequency 
range of gain limit 

Line input 
40-20K(±3dB) 

           Auxiliary voltage output (AUX OUT)                1V 

               Signal to noise ratio (A weighting)             ≥80dB 

              Total harmonic distortion 
Less than 0.5% (1KHz, normal working 

conditions) 

Support U disk capacity 32G 

Powered by AC180-240V/50Hz-60Hz 

Display TFT display 

Weight 1.4kg 

Dimensions (L x W x H) 210x145x40mm 

 

 
 

 

四．Specification 



 

Safety Precautions  
1.  Safety Precautions  

  Please do NOT connect this device to the power source, before the system is correctly wired.  

  It is important to ensure that input voltage to the device is the same as required voltage of the device,  

otherwise the device may be damaged.  

  There is dangerous voltage in the device, which may cause personal electric shock. Please do NOT open  

the case without permission, to avoid potential risks of electric shock.  

  The device is not completely disconnected from power source when it is switched "OFF". For sake of  

safety, please disconnect the device from the socket if it is not in use.  

  Please do NOT place the device where it is extremely cold or hot.  

  Good ventilation must be provided in the working environment of the device, to avoid excessive  

temperature during its operation, which may cause damages to the device.  

  Please unplug the device from power socket in raining and wet days or if the device is not in use for a  

long time.  

  Please disconnect the power plug from sockets, to ensure the device has been completely disconnected  

from power source, before any component is removed from or re-installed in the device or before any  

electric connector of the device is disconnected or reconnected.  

  In case of any failure of the device, please do NOT open the case and repair without permission from a  

professional personnel, to avoid accident or additional damages to the device.  

  Please do NOT place any corrosive chemicals near or on the device.  

 
2    Matters needing attention  

  Our company provides a three-year free warranty service (including free replacement parts) over quality  

issues as from the date of purchase, provided that the device is installed and used in accordance with  

requirements specified in the User Manual.  

  For warranty, the user must show the Warranty Card and the receipt kept by the user and purchase invoice  

of the device as supporting documents.  

  The following conditions are beyond the scope of warranty:  

1 Product damage due to improper installation, use or handling;  

2 Product damage due to abnormal conditions (such as excessive power source voltage or ambient  

humidity);  

3 Product damage due to acts of God;  

4 Product SN is changed, altered or removed;  

5 Product has been repaired or modified by any person without duly authorization from our company;   

  Please keep the User Manual and Warranty Card in good custody.  

  For issues and precautions not mentioned in this User Manual, if required, please contact the distributor  

or visit our website at www.peas-pa.com  

  In case of any failure in the warranty period, please contact service personnel (or distributor) of our  

company for service. The company shall not be made liable for damages due to unauthorized dis- 

assembly or maintenance or service by unauthorized personnel.  
 
 
 



 

 
 
Note: The performance specifications are subject to changes without further notification.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Guangzhou Q&S Audio Co., Ltd 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Caution  
The device is not completely disconnected from power source when it is switched "OFF". For sake of safety, 
please disconnect the device from the socket if it is not in use.  

Please keep this device off water drops or splash or vase filled with water or any other articles of similar  

nature.  

Please do NOT remove the cover of the equipment, otherwise you may get an electric shock. Where  

necessary, repair to the equipment should be conducted by qualified professionals.  

All terminals on the device marked with    are live and dangerous, and should be connected by trained  

personnel.  

This is connected to power source via the plug and any failure or danger occurs, the user can disconnect the  

device from power source by pulling out the plug out from the socket, therefore, it is required that the power  

socket should be located somewhere with easy access.  
 


